
TC-C35SS Spec:I3/A/E/Y/M/S/H/2.7-13.5mm/V4.0

5MP Motorized Starlight IR Dome Camera

KEY FEATURES
·Metal Housing
·Motorized Lens 2.7-13.5mm
·Up to 2880x1620@30fps
S+265/H.265/H.264/M-JPEG
·Min. illumination Color: 0.002Lux@F1.6
·Smart IR, IR Range: 30m
·Support tripwire and perimeter

·Support Face Capture Mode
·Support Human/Vehicle Classification
·Built-in Mic, support max 512G Micro SD Card
·Audio I/O 1/1, Alarm I/O 1/1
·Operating Conditions -35℃~65℃, 0~95% RH
·DC12V,POE
·IP66
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Pro Series



SPECIFICATIONS

·

Camera
Image Sensor
Min. Illumination
Shutter Time
Day&Night
WDR
S/N
Angle Adjustment
Lens
Lens Type
Focal Length
Lens Mount
Aperture Range

Field of View

DORI Distance

Illuminator
IR LEDs
IR Distance
Wavelength
White LEDs
Whitelight Distance
Compression Standard
Video Compression
Video Bit Rate
Audio Compression
Audio  Sampling Rate

1/2.7"CMOS
Color:0.002Lux@(F1.6,AGC ON),B/W:0Lux with IR
1s-1/100000s
IR-cut filter with auto switch (ICR)
120dB
>39dB
0-340°;0-65°;0-360°

Motorized
2.7-13.5mm

14
F1.6,Fixed

98.3°-32.2°(H);54.9°-18.2°(V);112.6°-37°(D)

Detect:56m-240m
Observe:22m-95m
Recognize:11m-48m
Identify:5.6m-24m

2
30m
850nm
N/A
N/A

S+265/H.265/H.264B/H.264M/H.264H/Motion JPEG
32k-16Mbps
G.711A/G.711U/ADPCM_D/AAC_LC
8kHz/32kHz/48kHz

Φ
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DIMENSIONS (Unit: mm) 

ACCESSORIES 

TC-P54BM Spec:V1

A25 A28 A35 A36


